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Mechanical Specifications

L1 Files must be supplied in CMYK
(PMS colour matching will not be exact) ACﬁVG Pcmels

[ Preferrably supply creative in high resolution
PDF files

L1 Images should be saved at 300 dpi

[1 Remove all alpha channels prior to saving

[1 Do not apply compression options when saving

Additional Acceptable Formats

.ai Adobe lllustrator CS3 - CS5 .psd Adobe Photoshop CS3 - CS5 .indd Adobe InDesign CS3 - CS5

Proofs
L1 A printed copy of the finished artwork must accompany the file (or an emailed low res PDF)

General

[] Actual Decal Sizeis 1170 x 1770mm L 170

Make sure vital content is inside the safe area 1130 x 1730mm Fig.1

1130

L1 Ensure all files include a bleed of 10mm Fig.1 F
(minimum bleed is 5mm) Safe Area (mm) 1770 1730

. Actual Size (mm)
L] Please offset crop and trim marks by 15mm B o
g€

Delivery

L1 Creative to be supplied a minimum of 15 business days prior to intended start date

Please deliver to one of the following:

Address FTP (Cannot be accessed using a web browser)

Creative Department ftp://203.202.100.188/FTP/amg
Active Media Group Username: AMG\amg

Level 4, 75 Grafton Street Password: act1v3

Bondi Junction NSW 2022

Corey Dawson Sharon Youdell
Direct Phone: (02) 8117 2443 Direct Phone: (02) 8117 2448
Email: creative@activemediagroup.com.au Email: creative@activemediagroup.com.au 11




